
CoaLAB 6000

6-Channel Fully Auotomated Coagulation Analyzer

for Clotting Assays

Specifications:

Measuring principle: Turbodensitometric with automated start function
Maximum tests per run: 3; in combination or batch mode (test selective)
Measuring unit: Controlled at 37.4 °C +/- 0.3 °C

6 measuring channels working in parallel
Incubation positions

Primary Rotor: Holds 6 cuvette bars (36 tests)
18 samples or 15 plus 3 STAT
5 reagent positions plus probe cleaner
Center rinsing station
All ambient temperature

Throughput: 120 PT's and 50 APTT's per hour
Test volumes: Maximum volume: 250 µL

Sample volume: 50 µL for PT and APTT; 10 µL for
Fibrinogen



Sampling: Pipetting device transports samples and reagents
The Pipettor, heated to 37°C, is adjacent to a liquid
level sensor
Dilutor, 250-µL syringe

Dimensions/Weight: 72 x 55 x 45 cm (28 x  22 x 18 inch), 17 kg
(35 lb)

Assays: PT; APTT; Fibrinogen, TT, Additional assays
exchangeable by ChipCardTM

Software features: Calibration/reference curves editable up to 9
measuring points
Automated calculation seconds, %, INR, g/L,
mg/dL, Ratio
Applications settings can be stored on a ChipCardTM

Data transmission to MMC-Card or external PC
Single or duplicate determeinations
Optimal  cuvette consumption


